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PGAｿｹｯﾄ、PGAﾌﾟﾗｸﾞ
PGA Sockets,PGA Plugs
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PGAﾃﾞﾊﾞｲｽ用のｿｹｯﾄです。接点部は複数羽の信頼性の高い構造です。社有の製造設備で製作し、
貴社ｶｽﾀﾑ品にも対応できます。
This is a Socket for PGA devices. The Contact part consist of plural contact fingers,
and is high in structural reliability. Custom request is welcomed as we possess necessary
facility equipments for manufacturing.

ｲﾝｼｭﾚｰﾀ Insulator  : ｴﾎﾟｷｼｶﾞﾗｽ Epoxy Glass
ﾋﾟﾝ　Pin  : Beryllium Copper,Brass
            Au plating over Ni plating
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耐電圧 Dielectric Strength    :  AC300V min (depending on pitch)
使用温度範囲 Operating Temperature  :  -55℃～+150℃

仕様 Specifications
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Factory Code

合計ﾋﾟﾝ数
Total Number of Socket Pins

Pitch
 10P : 1.0mm pitch
127P : 1.27mm pitch

(JD-12V-1)

(JD-14V-2)(NV6XL385-GG)

基板ﾊﾝﾀﾞ付けは手短にしてください
Your are kindly requested to finish soldering
socket on a board quickly.

SMT Thru Hole
Solder Dip

How to order
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適合ﾋﾟﾝ径 Appropriate Pin dia.
   :  φ0.22～∅0.35mm

適合ﾋﾟﾝ径 Appropriate Pin dia.
   :  φ0.34～φ0.40mm

適合ﾋﾟﾝ径 Appropriate Pin dia.
   :  φ0.35～φ0.45mm

適合ﾋﾟﾝ径 Appropriate Pin dia.
   :  φ0.35～φ0.42mm

PGA Socket

基板ﾊﾝﾀﾞ付けは手短にしてください
Your are kindly requested to finish soldering
socket on a board quickly.
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1.27mm pitch PGA Plug
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Factory Code

合計ﾋﾟﾝ数
Total Number of Plug Pins

Pitch
 10P : 1.0mm pitch
127P : 1.27mm pitch

How to order
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